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extrusion base 40 mm  

Ix   = 69.79 cm4 

Iy   = 18.51 cm4 

Wx = 17.45 cm3 

Wy = 9.26 cm3 

Cross section area =  10.35 cm2 

Weight= 2.8 Kg/m 

Order data Order number 

Four sided softline extrusion 40x80 

Standard length 5000 mm                         C10ï3ï00/5000 

Four sided softline extrusion 40x80 

Cut to length                                             C10ï3ï02ï02/é  

Four sided softline extrusion

40x80  type C10-3

Application  

For use in the medical, pharmaceutical and food 

industries where flat, easy to clean surfaces are 

required.

Rip-off slots ensure flexibility to connect other 

elements.

Technical data  

Ix = 9.41 cm4 

Iy = 9.30 cm4 

Wx, = 4.71 cm3 

Wy, = 4.66 cm3 

Cross section area = 5.90 cm2 

Weight = 1.6 kg/m  

Order data Order number

Four sided softline extrusions 40x40   

Standard length 5000 mm C10ï0ï00/5000  

Four sided softline extrusions 40x40   

Cut to length C10ï0ï02ï02/é  

Extra machining see main catalogue
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Four sided softline extrusion

40x40  type C10-0

Technical data  



Slot extrusion / Clamping block

Slot extrusion 16x40  

type C08ï1  

Clamping block

base 30  

Specification  

extrusion: Aluminum, matt, anodized in natural 

colors

Screw: Steel zinc coated  

Parts supplied  

1/2 clamping block (s), Screw 

Order data                        Order number

Single clamping blocks base 30 

Cross connection                                        B34ï01 

Parallel connection                                      B34ï11 

Double  clamping block  

Cross connection                                         B34ï02 

Parallel connection                                       B34ï22  

Application

A narrow rail for running roller doors, or fixing to 

a wall.

Application

To connect two 

extrusions of base 30 in 

parallel or crossing.  

Two blocks are 

required to create a 

parallel connection.

Technical data  

Ix= 0.99 cm4 

Iy= 5.73 cm4 

Wx= 1.24 cm3 

Wy= 2.87 cm3 

Cross section area = 3.59 cm2 

Weight  = 1.0 Kg/m 

Order data Order number

Slot extrusion 16x40 

Standard length  5000 mm  C08ï1ï00/5000  

Cut to length C08ï1ï02ï02/é  

Order data                       Order number 

Clamping extrusions  raw            extrusion base 30 

Standard length 3000 mm               B34ï0ï00/3000  

Cut ot length                                    B34ï0ï02ï02/é  
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Alu guide extrusion / Roller concave  

Alu guide extrusion  

type B19ï8  

Rollers concave  

Application 

The Aluminum-guide is made to clip into slots of 

base 50/40/30. 

In addition its possible to press-fit a steel bolt Ø6  

to lock the extrusions against moving. 

Advantages:  

ïQuick and simple assembly for low budget

ïclosed slots avoid dirt deposits

ïExpandable at already existing  constructions.

Sliding doors are easy and cost effective to 

produce. Used in applications, were no open slots 

are allowed to avoid dirt deposits. 

This extrusion is primary used as a rail guide for 

the concave rollers. 

Order data Order number 

Alu guide extrusion  

Standard length 5000 mm B19ï8ï00/5000 

Cut to length B19ï8ï02ï02/é 
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Application 

This ball bearing-mounted roller is mainly used in 

assembly with the trolley extrusion, although it 

can also be attached directly to any extrusion. 

Together with the Alu-guide-extrusion type 

B19ï8 a low cost rail is produced.  

Specification  

PA 6 Black

2 deep groove ball bearings with cover 

discs   F = 150 N   

Order data                     Order number 

Roller, concave                                     B48ï10   
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Double trolley concave

Double trolley concave

Application  

The double trolley with concave rollers gives you 

the possibility, to produce sliding doors together 

with the alu rail extrusion B19-8. The length of 

the trolley you can be defined. We recommend to 

add an additional roller for lengths over 1000mm.

The double trolley can be ordered with more than 2 

rollers.  

The roller-mounted support with concave rollers are 

available on demand (see main catalogue, roller 

mounted support). 

Parts supplied  

Alu extrusion with >_ 2 rollers.   

PVS-connectors and/or end caps assembled.  

Load: see rollers.    

Order data Order number 

v = 0 mm   v = 2 mm 

Double trolley big  L= é with end cap concave                                         B37ï12ï02ï02/é   B37ï13ï02ï02/é 

Double trolley big  L= é with PVS-connectors concave                           B37ï12ï10ï10/é   B37ï13ï10ï10/é 
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C-guide rail  

C-guide rail  

Dimensions  

Size A          B       C        D       E       F     kg/m  

20        19.2     10       2         7        7       5      0.47 

30   29.5     15       2.5     10      8.4    6.4    0.9 

45   46.4     24       4        15.5   11      9       2.3  

Application 

Because of the optimal shape the guide rail can be 

used for relatively high loads. It can be fixed 

directly to the extrusions. Centering bolts  adjust 

the rail to the extrusion.

In combination with the slide are precise, cost 

efficient linear-guides. Three sizes are available.

Specification  

Steel INOX 

zinc coated guide rail on demand. 

Order data Order number 

Size 20 

Standard length 4000 mm L20ï01ï00/4000 

Cut to length L20ï01ï02ï02/é 

Size 30 

Standard length 4000 mm L30ï01ï00/4000 

Cut to length L30ï01ï02ï02/é 

Size 45 

Standard length 6080 mm L45ï01ï00/6080 

Cut to length L45ï01ï02ï02/é 
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Slides to C-guide rail  

H  

Slides

Dimensions  Loads

Size Frad Fax 

20       300N 170N 

30 800N 400N 

45 1600N 860N 

Technical data

Used in temperature range of :  ï20°C to +100° C 

max. 

Speed max. : 1.5 m/s 

The flat slide gives you the possibility to produce a 

low height guide system. It is screwed directly on the 

construction extrusion. Two anti-twist spigots help to 

position the slides parallel to the extrusion. 

The two external rollers take the load, whilst the 

middle allows you to adjust the input tension with an 

eccentric bolt. 

Size A          B        C         D       E         F        G        H        Ø         ø        x 

20 75         18       3          6      18.5     19       2.5       16       5.2      4.5     0.5 

30 96         25       4          6       23.5    24.5     3.5       22      6.2      5.5      0.5 

45 155       45       4          8       34        43.5     5         31      8.2     6.6      0.6 

Application 

Mainly used for horizontal and vertical guides

Especially for drawer or sliding or stroke doors.

Great for applications requiring movement of higher 

loads.

Specification  

Steel INOX 

Other dimensions on demand 

Order data Order number 

Slides complete incl. rollers

Size 20 L20ï20 

Size 30 L30ï20 

Size 45 L45ï20  
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Specification  

Cup: PA-GF schwarz 

Bolt/locknut: Steel, zinc coated 

Anti-slide pad: NBR   

Order data                     Order number 

Leveling foot base 20 

M                               L         D     H     F

M6 x                          60       19     25    500 N        B43ï02 

Leveling foot base 40 

M16 x                        155      39    40     8000 N      B43ï16 

KANYA

Leveling feet  Threaded inserts

Application  

Leveling feet / inserts

The screwed in threaded insert is primarily used to 

take leveling feet and casters or to fix end panels/ 

base plates in place.   

Specification  

Steel zinc coated/INOX 

Order data                           Order number  

M1      M2          S        L                              

zinc coated threaded insert

base 50/40

M16 / M12          10       25                    A33ï12  

Stainless steel threaded inserts   

base 50/40 

M16 / M10            10      25                   A33ï20ïI  

M16 / M8                8      25                   A33ï28ïI 

base 30 

M14 / M10             10      25                   B33ï21ïI  

Specification  

Cup: INOX 

Bolt/locknut : INOX 

Anti-slide pad: NBR   

Order data   Order number 

Leveling foot stainless steel

Mx L              D          H        F  

M10 x 75        39         38       3000 N                   B43ï21ïI 
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Hinges

Plastic hinge - fixed

base 20

Flat hinge 

Aluminium   

Application 

Single hole fixed hinges for base 20 extrusions. 

With hole centres of 20mm, there is no clearance 

between the door and the frame.

Specification  

PA-GF, black

Bolt: Steel zinc coated 

Fixing kit* 

Screw and threaded plates

Order data    Order number 

base 20 D60ï00ïPA (ïS)*   

* Art. No. for fixing kit:  add to the Order number ïS

Application 

The flat hinges means the hinges plate is not 

visible when the door is closed. This adds to the 

security (and complies to EU machinery directive) 

as well as aesthetics. It also enables the fitment of 

the hinges to doors using faced extrusions without 

requiring additional drilling.

Specification  

Aluminium anodized 

Bolt: Steel INOX  

Order data                                    Order number 

base                          A      B      C       E        F  

50                              104   50     59      29.5    29.5    A60ï28  (ïS)*   

40                              84     50     50      25       25       C60ï28  ( ïS)*  

30                              64     50     39      19.5    19.5    B60ï28  (ïS)*  

50/40                         94     50     54.5   29.5    25       AC6ï28 (ïS)*  

40/30                         74     50     44.5   25       19.5    CB6ï28 (ïS)*  

50/30                         84     50     49      29.5    19.5    AB6ï28 (ïS)*  
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Plastic extrusion  

Ribbed rubber extrusion 

base 30/20   

Clamping sealing strip

base 30/20   

Application 

The ribbed rubber extrusion can be used as a 

surface protector, as Anti slide, or as a sealing 

extrusion. That extrusion fits in the slots of all 

cross sections of base 20 and 30.  

Specification  

EPDM, black

Weight: 70g/m 

Order data Order number 

ribbed rubber extrusion  

Complete roll:  50 m D39ï86 

Cut ot length D39ï86ï02ï02/é  
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Application 

This sealing strip is used to stabilise and seal 

panels. It is fitted after the panel is inserted in the 

slot and fits base 20 and 30 extrusions.

Specification  

Neopren-caoutchouc black, oil resistant

Dimensions    

A       B       C   

Panel 4ï5mm thick    7.6     6.2     1.9  

Order data                           Order number 

Clamping sealing strip base 30/20  

standard length 

rolls of 200 m                                         B39ï83  

Cut to length                                           B39ï83ï02ï02/é   
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